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PART II—Section 3—Sub-section (i) 

izkf/dkj ls izdkf'kr 
PUBLISHED BY AUTHORITY 

la-  370] ubZ fnYyh] 'kqØokj] twu 1] 2018@T;s’ 11] 1940   
No. 370] NEW DELHI, FRIDAY, JUNE 1, 2018/JYAISTHA 11,  1940 सड़क प�रवहन और राजमाग� मं�ालयसड़क प�रवहन और राजमाग� मं�ालयसड़क प�रवहन और राजमाग� मं�ालयसड़क प�रवहन और राजमाग� मं�ालय    अिधसूचनाअिधसूचनाअिधसूचनाअिधसूचना    नई �द� ली,1 जून, 2018 सा.का.िन.सा.का.िन.सा.का.िन.सा.का.िन.    518518518518(अ)(अ)(अ)(अ).—क
 �ीय मोटरयान अिधिनयम, 1988  (1988 का 59) धारा 212 क� उपधारा (1) �ारा यथा अपेि�त के� �ीय मोटर िनयम, 1989 का और संशोधन करने के िलए (ा)प िनयम भारत सरकार म
 सड़क प,रवहन और राजमाग1 मं2ालय क� अिधसूचना सं. सा.का.िन. 1445 (अ), तारीख 24 मई, 2017 �ारा  भारत के राजप2, असाधारण, भाग 2, खंड 3, उपखंड (i) म
 उनसे �ारा सभंा; य (भािवत सभी ; यि< तय= �ारा उस तारीख स,े जब उ< त अिधसूचना क� (ितयां जनसाधारण को उपलA ध करवाई गई थB, तीस �दन क� अविध क� समािC त से पूव1 आ�ेप और सुझाव आमंि2त करने के िलए (कािशत �कए गए   थे ;   उ< त राजप2 अिधसूचना क� (ितयां जनसाधारण को 24 नवंबर, 2017 को उपलA ध करवाई गई थB  ;  उ< त (ाGप िनयम= के संबंध म
 जनसाधारण से (ाC त आ�ेप= और सझुाव= पर क
 �ीय सरकार �ारा िवचार �कया गया ह ै; अत:, के� �ीय सरकार मोटर यान अिधिनयम, 1988 (1988 का 59) क� धारा 110 �ारा (दH त शि< तय= का (योग करते Iए के� �ीय मोटर यान िनयम, 1989 का और संशोधन करने के िलए िनJ निलिखत िनयम बनाती ह,ै अथा1त्:— 1. संि�C त नाम और (ारंभ (1) इन िनयम= का संि�C त नाम क
 �ीय मोटरयान (आठवाँ संशोधन) िनयम 2018 ह ै।    (2) ये राजप2 म
 इनके (काशन क� तारीख को (वृH त ह=गे । 2.  क
 �ीय मोटरयान िनयम, 1989 (िजसे इसम
 इसके पR चात् मूल िनयम कहा गया ह)ै के िनयम 2 के खंड (य) म
, — (क) उपखंड (iv) के S थान पर  िनJ निलिखत उपखंड रखा जाएगा, अथा1त् :—  
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 ‘’(iv) वगTकरण के (योजन के िलए अनुUेय अिधकतम कब1 भार या2ीयान क� दशा म
 475 �क.Vा. और मालयान क� दशा म
 550 �क.Vा. से अिधक नहB होगा;  (ख) S पW टीकरण म
 ‘’कब1 भार’’ से आरंभ होने वाले और ‘’भार समािहत नहB होता है’’ से समाC त होने वाले शA द= के S थान पर ‘’भार म
 िनJ निलिखत सिJ मिलत नहB होगा,— (क) इलैि< Yक या हाइिZड यान= क� दशा म
 बैटरी का �; यमान,  (ख) एकल \धन, ि� \धन या बI-\धन यान क� दशा म
 गैसीय \धन (णाली िजसके अंतग1त गैसीय \धन भंडारण के िलए ट]क भी है का �; यमान’’ शA द और अ�र रखे जाएंग;े  3. मूल िनयम= के िनयम 95 के उपिनयम(7) के S थान पर िनJ निलिखत उपिनयम रखा जाएगा, अथा1त्:— ‘’(7) ^णेी एल7, एम1 और एन1 यान= के िलए अित,र< त पिहयां या टायर और रन फलैट टायर का अS थाई उपयोग य�द यान के िलए उपयोग �कए गए साधारण टायर= स ेिभ� न ह ैतो भारतीय मानक A यूरो अिधिनयम, 1986 (1986 का 63) के अधीन तH S थानी बीआईएस िनदश̀ अिधसूिचत �कए जाने तक समय-समय पर यथासंशोिधत एआईएस 110 : 2009 के अनुपालन म
 �कया जाएगा।‘’ 4. मूल िनयम= के िनयम 115 के उपिनयम(17) के S थान पर िनJ निलिखत उपिनयम अतं:S थािपत �कया जाएगा, अथा1त्:— ‘’‘’‘’‘’(17(17(17(17क) �� यक) �� यक) �� यक) �� यमान उ� समान उ� समान उ� समान उ� सज�न मानक : चौपिहया (एल ज�न मानक : चौपिहया (एल ज�न मानक : चौपिहया (एल ज�न मानक : चौपिहया (एल 7777) के िलए (भारत # टे) के िलए (भारत # टे) के िलए (भारत # टे) के िलए (भारत # टेज ज ज ज IVIVIVIV)))),,,,    िन% निन% निन% निन% न &का &का &का &कार होगा :र होगा :र होगा :र होगा :----    सारणी 1सारणी 1सारणी 1सारणी 1    गैसोलीन या संपीिड़त (ाकृितक गैस (सीएनजी) या तरलीकृत पैYोिलयम गैस (एलपीजी) वाल
 \जन    टीए = सीओपी मानदडं ईवीएपी(जी/टेS ट) ओबीडी सीओ(Vा./�कमी) एचसी(Vा./�कमी) एनओए< स(Vा./�कमी) सीमा 2.0 0.55 0.25 <=2.0 S टेज 1 डीएफ 1.3 1.2 1.2    सारणी सारणी सारणी सारणी 1111    (संपीिड़त &( व(संपीिड़त &( व(संपीिड़त &( व(संपीिड़त &( वलन )जन से य+ु तलन )जन से य+ु तलन )जन से य+ु तलन )जन से य+ु त))))      टीए = सीओपी मानदंड ओबीडी सीओ  एचसी  एनओ  पीएम (Vा./�कमी) सीमा 1.0 0.10 0.55 0.08 S टेज 1 डीएफ 1.3 1.2 1.2 1.1   



¹Hkkx IIµ[k.M 3(i)º Hkkjr dk jkti=k % vlk/kj.k 3 चौपिहया उH सज1न िनयं2ण के िलए आन बोड1 िनदान (णाली (ओबीडी) से सुसज्  िजत होगी जो िविनdम1त यान= के िलए कंC यूटर ममेोरी म
 भंडा,रत 2ु,ट कूट= के माe यम स ेखराबी का संभािवत �े2 पहचान करने क� �मता रखेगा ।   सारणी 2सारणी 2सारणी 2सारणी 2    (ऑन बोड� िनदान # त(ऑन बोड� िनदान # त(ऑन बोड� िनदान # त(ऑन बोड� िनदान # तर 1)र 1)र 1)र 1)     मानीटरी मद सभी सकाराH मक (f वलन यान सभी संपीिड़त (f वलन यान आ< सीजन (ओ2)स
सर   गौण वायु (णाली, य�द उपलA ध करायी गई हो    इलै< Yािनक \धन इंजे< शन (णाली   कूल
ट तापमान   इ जी आर (ए< जाS ट गैस ,रसकु1 लशेन) य�द उपलA ध करायी गयी हो   उH सज1न िनयं2ण (णाली/घटक(िवS तृत घटक)   शि< त Yेन घटक से संबंिधत सभी उH सज1न के िलए प,रपथ  म
 िनरंतरता   एमआईएल (खराबी दशा1ने वाले ल]प) के जलने तक  तय क� गई दरूी    �ट1 प�ट1 प�ट1 प�ट1 पणणणण – इस उपिनयम के (योजन के िलए यह S पW ट �कया जाता ह ै�क   (i) परी�ण चेिसस डाइनामो मीटर पर �कया जाएगा ; (ii) परी�ण (�hया और चालन चh एमओआरटीएच/सीएमवीआर/टीएपी-115/116 के अनुसार होग
।  ईसीई आर 40 को को� ड S टाट1 के साथ 43 �कमी/घंटा क� अिधकतम गित के साथ संशोिधत। (क) संदभ1 �; यमान : कब1 भार +150 �क.Vा.; (ख) परी�ण चh= क� संj या : छह (6), अिधभार कारक  के साथ (थम साइ�कल :30 (ितशत; शेष : 70 (ितशत;  (ग) चh क� खराबी : ईसीई आर 40 चh को 43 �कमी/घंटा क� अिधकतम गित के िलए उपांत,रत। एमओआरटीएच/सीएमवीआर/टीएपी-115/116 म
 संदdभ1त।  (iii) ,टकाऊपन के िलए उपरो< त सारणी 1 के अनुसार �य सबंंधी कारक लागू होगा । (क) परंतु यान िविनमा1ता एमओआरटीएच/सीएमवीआर/टीएपी-115/116 म
 यथाउपबंिधत �य संबंधी कारक का मू� यांकन करने के िलए 80000 �क.मी. पुराने होने के परी�ण का िवक� प ले सक
 गे ।  
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 (iv)    (क) इसम
 िविनmद1W ट गैसोलीन या सीएनजी या एलपीजी यान िनयम 115 के उपिनयम (2) के खंड (i) के उपबंध= के अनुपालन म
 ह=गे; (ख) इसम
 िविनmद1W ट डीजल यान िनयम 115 के उपिनयम (2) के खंड (ii) के अनुपालन म
 ह=गे;  (v)उH पादन बारंबारता क� अनुGपता (सीओपी) और नमूना परी�ण (�hया एमओआरटीएच/सीएमवीआर/टीएपी-115/116 म
 यथाउपबंिधत होगी   hम स.ं यान का (कार वाdष1क उH पादन/आयात सीओपी बारंबारता से  तक 1 2  3  4  5  1. चौपिहया 250 (ित छह माह 10000 (ितवष1 वष1 म
 एक बार 2 चौपिहया 10000 (ितवष1 75000 (ित छह माह 6 माह म
 एक बार 3 चौपिहया 75000 (ित छह माह -- 3 माह म
 एक बार जहां छह माह म
 उH पादन मा2ा 250 (ितमाडल िजसके अंतग1त उसके वे,रयंट भी ह ैसे कम होती ह ैतो िनयम 126क म
 उपबंिधत उपबंध लागू ह=गे। (vi) (क) संपीिड़त (ाकृितक गैस मोड पर चािलत यान= के िलए िनयम 115ख के उपबंध लागू ह=गे ।  (ख) तरलीकृत पैYोिलयम गैस मोड पर चािलत यान= के िलए िनयम 115ग के उपबंध लागू ह=गे ।  (vii) सदभं1/वािणिf यक \धन के िलए िविनदश̀ : (क) संदभ1 \धन गैसोलीन वाले यान= के िलए उपाबp  IV-ञ और डीजल \धन के साथ सुसिf जत यान= के िलए उपाबp IV-ट म
 यथािविनmद1W ट होगा और सपंीिड़त (ाकृितक गैस और तरलीकृत पैYोिलयम गैस के िलए संदभ1 \धन ; यवसाियक )प से उपलA ध \धन होगा ; (ख) वािणिf यक गैसोलीन और डीजल के िलए िविनदश̀ उपाबp IV-ढ और उपाबp IV-ण म
 यथािविनmद1W ट ह=गे;  (ग) वाणिf यक संपीिड़त (ाकृितक गैस और तरलीकृत पैYोिलयम गैस के िलए िविनदश̀ समय-समय पर यथाअिधसूिचत ह=गे ; (viii) गैसोलीन से चािलत यान (णाली के िलए h] क केस संवातन को वातावरण म
 �कसी (कार क� h] क केस गैस= का उH सज1न अनुUात नहB �कया जाएगा ।  (ix) गैसोलीन चािलत यान= से उ�ािW पत उH सज1न 2.0 Vाम (ित परी�ण से अिधक नहB होगा। परी�ण (�hया एमओआरटीएच/सीएमवीआर/टीएपी-115/116 म
 यथािविनmद1W ट होगी ।  (x) संपीिड़त (f जवलन \जन क� दशा म
 \जन शि< त, \जन डाइनामोमीटर पर मापी जाएगी और मापी गई शि< त समय-समय पर यथासंशोिधत एमओआरटीएच/सीएमवीआर/टीएपी-115/116 के भाग 4 के अe याय 1 म
 िविनmद1W ट शि< त के अनुपालन म
 होगी । सकाराH मक (f वलन \जन क� दशा म
, \जन शि< त आईएस 14599 : 1999 के उपबंध= के अनुसरण म
 \जन डाइनामोमीटर पर मापी जाएगी।''। 



¹Hkkx IIµ[k.M 3(i)º Hkkjr dk jkti=k % vlk/kj.k 5 5. मूल िनयम= के िनयम 138 के उपिनयम (4) के खंड (क) के परंतुक के S थान पर िनJ निलिखत परंतुक रखा जाएगा, अथा1त् :-  ‘’एल 7 एम 1 और एन 1 ^ेणी के यान= क� दशा म
 अS थाई उपयोग के िलए अित,र< त पिहए का (योग अनुUात �कया जाएगा और (योग के िलए तैयार अित,र< त पिहए के उपबंध आUापक नहB ह=गे य�द ऐसे यान= म
 मानक के अनुसार रन फलैट लगे ह= ।  [फा.सं. आरटी–11028/09/2013–एमवीएल] अभय दामले, संयु< त सिचव  �ट1 प�ट1 प�ट1 प�ट1 पण:ण:ण:ण: मूल िनयम, भारत के राजप2, असाधारण, भाग 2, खंड 3, उपखंड (i) म
  अिधसूचना सं. का.आ. 590 (अ), तारीख  2 जून, 1989 �ारा (कािशत �कए गए थे और अंितम बार अिधसूचना स.ं 490(अ) तारीख 24 मई, 2018 �ारा संशोिधत �कए गए ।  
 

MINISTRY OF ROAD TRANSPORT AND HIGHWAYS  

NOTIFICATION 

New Delhi, the 1st June, 2018 

G.S.R. 518(E).—Whereas,  the  draft  rules  further  to  amend  the  Central  Motor  Vehicles  Rules,  1989  

were published  as  required  under  sub-section  (1)  of  section  212  of  the  Motor  Vehicles  Act,  1988  (59  of  

1988)vide notification of the Government of India in the Ministry of Road Transport and Highways vide number G.S.R 

1445 (E) dated the 24
th

 day of  November,  2017,   published in  the  Gazette  of  India,  Extraordinary,  Part  II,  Section  

3,  Sub-section  (i),  inviting objections and suggestions from all persons likely  to be affected thereby before the expiry 

of the period of thirty days  from the date of which copies of the Gazette containing the said notification were made 

available to the public;  
  

 And whereas, copies of the said Gazette notification were made available to the public on the 24
th

 November, 

2017 

   

  And whereas, the objections and suggestions received from the public in respect of the said draft rules have been 

considered by the Central Government;  

   

  Now,  therefore,  in  exercise  of  the  powers  conferred by  section  110  of  the  Motor  Vehicles  Act,  1988  

(59 of  1988), the Central Government  hereby  makes the  following rules  further to amend  the  Central Motor Vehicles  

Rules, 1989, namely:-  

 

1. Short title and commencement.- (1)   These rules may be called as the Central Motor 

Vehicles (Eighth Amendment) Rules,   2018. 

      (2)These rules shall come into force from the date of their publication in the Official Gazette. 

 

2. In the Central Motor Vehicles Rules, 1989 (herein after referred to as the principal rules), in rule 2, in clause (z),:- 

(a) for sub-clause (iv), the following sub-clause shall be substituted, namely:- 

“(iv) Maximum permissible kerb weight for the purpose of classification shall not exceed 475 kg in case of 

passenger vehicle and 550 kg in case of goods vehicle;  

(b) in the Explanation, for the words starting with “kerb weight” and ending with “hybrid vehicles”, the words and 

letter” 

“the weight shall not include,- 
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(a) Mass of batteries in the case of electric or hybrid vehicles,  

(b) Mass of gaseous fuel system including tanks for gaseous fuel storage in the case of mono-fuel, bi-fuel or multi-

fuel vehicle” shall be substituted. 

3. In rule 95 of the principal rules, for sub-rule (7), the following sub-rule shall be substituted, namely:- 

“(7) Temporary use spare wheel or tyre and Run Flat Tyre for vehicles of categories L7,  M1 and N1, if they are 

different from the normal tyre used on the vehicle shall conform to AIS 110:2009, as amended from time to time, 

till the corresponding BIS specifications are notified under the Bureau of Indian Standards Act, 1986 (63 of 1986).”. 

4. In rule 115of the principal rules, after the sub rule (17), the following sub-rule shall be inserted namely:- 

“(17A)Mass emission standards:(Bharat Stage IV) for quadricycle (L7), shall be as under:- 

Table 1 

[fitted with gasoline or compressed natural Gas (CNG) or Liquefied Petroleum Gas (LPG) engine] 

 

TA=COP norms  

EVAP (g/test) 

 

OBD 
CO(g/km) HC(g/km) NOX(g/km) 

Limit  
2.0 0.55 0.25 

< = 2.0 Stage I 

DF 1.3 1.2 1.2 - - 

 

Table 1 (fitted with compression ignition engine) 

 

TA=COP norms  

OBD CO HC NOX PM 

(g/km) 

Limit 1.0 0.10 0.55 0.08 Stage I 

DF 1.3 1.2 1.2 1.1 - 

Quadricycle shall be equipped with On Board Diagnostic (OBD) systems for emission control which shall have 

the capability of identifying the likely area of malfunction by means of fault codes stored in computer memory for 

vehicles manufactured. 

 

Table 2  

[On-Board Diagnostic-Stage 1] 

Monitoring Items All Positive ignition 

vehicles 

All Compression ignition 

vehicles 

Oxygen (O2) sensor √ - 

Secondary Air System, if provided √ - 

Electronic fuel injection system - √ 

Coolant temperature √ √ 

EGR,(Exhaust Gas Recirculation), if provided √ √ 

Emission Control systems / components (Comprehensive 

Components) 

√ √ 
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Circuit continuity for all emission related power train 

components 

√ √ 

Distance travelled since MIL (Malfunction Indicator Lamp) ON √ √ 

 

Notes - For the purposes of this sub-rule, it is clarified that,-   

(i) The test shall be on Chassis Dynamometer; 

(ii) The test procedure and driving cycle shall be as per the MoRTH/CMVR/TAP-115/116. Modified ECE R 40 

with maximum speed to 43 km per hour with cold start. 

(a) Reference mass : kerb weight + 150 kg; 

(b) Number of test cycles:  Six (6), with weightage factors firstcycle: 30%; remaining: 70%0; 

(c) Breakdown of cycle: ECE R40 cycle modified for the maximum speed of 43km/hr. Referred to in 

the MoRTH/CMVR/TAP-115/116; 

(iii)  A deterioration factor shall be applicable as per Table 1 above for durability. 

(a) Provided that the vehicle manufacturer may opt for an ageing test of 80000 kms for evaluation 

deterioration factor, as provided in MoRTH/CMVR/TAP-115/116; 

(iv)  (a) Gasoline or CNG or LPG vehicles specified herein shall comply with the provisions of clause (i) of 

sub-rule (2) of rule 115; 

(b)Diesel vehicles specified herein shall comply with clause (ii) of sub-rule (2) of rule 115; 

(v) Conformity of Production (COP) frequency and sampling test procedure shall be as provided in the 

MoRTH/CMVR/TAP-115/116. 

 

Sl. 

No.  

Type of vehicle  Annual production / import COP frequency 

Exceeding upto 

(1) (2) (3) (4) (5) 

1 Quadricycle 250 per 6 months 10000 per year Once every year 

2. Quadricycle 10000per year  75000 per                         

6 months 

Once every                   6 

months 

3. Quadricycle 75000 per 6 months --- Once every                   3 

months 

 

Where the production volume in six months is less than 250 per model including its variants, the provisions 

contained in the provisos to rule 126A shall apply. 

 

(vi) (a) For vehicles operating on compressed natural gas mode, the provisions of rule 115Bshall be applicable;   

        (b) For vehicles operating on liquefied petroleum gas mode, the provisions of rule 115Cshall be applicable;   

(vii)  Specification of Reference / Commercial Fuels: 

(a) The reference fuel shall be as specified in Annexure IV-J for vehicles equipped with gasoline and 

Annexure IV-K for vehicles equipped with diesel engines and reference fuel for compressed natural gas 

and liquefied petroleum gas shall be as available commercially;   

(b) The specification of commercial gasoline and diesel shall be as specified in Annexure IV-N and 

Annexure IV-O; 

(c) Specification for commercial compressed natural gas and liquefied petroleum gas shall be as notified 

from time to time;   
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(viii) Crank case ventilation for gasoline driven vehicles system shall not permit the emission of any of the 

crank case gases into the atmosphere;   

(ix) Evaporative emission shall not be more than 2.0g/test from Gasoline driven vehicles. The test procedure 

shall be as specified in the MoRTH/CMVR/TAP-115/116; 

(x) In case of compression ignition engine,engine power shall be measured on engine dynamometer and the 

measured power shall conform to the power specified in Chapter 1 of Part IV of MoRTH/ 

CMVR/TAP115/116 as amended from time to time. 

In case of positive ignition engine, engine power shall be measured on engine dynamometer in accordance 

with the provisions of IS 14599:1999.”. 

5. In rule 138 of the principal rules in sub-rule (4), in clause (a), for the proviso, the following proviso shall be 

substituted, namely:- 

“Provided that in case of L7, M1 and N1 categories of vehicles, use of temporary use spare wheel shall be 

permitted and the provision of ready to use spare wheel shall not be mandatory, if such vehicles are fitted with 

run flat tyres as standard.”. 

 

[No. RT-11028/09/2013-MVL]  

ABHAY DAMLE, Jt. Secry. 

 

Note: The principal rules were published in the Gazette of India, Extraordinary, Part-II, Section 3, Sub-section (i),vide 

notification number G.S.R. 590(E), dated the 2
nd

  June, 1989 and lastly amended vide notification number GSR 

490(E) Dated 24.05.2018.  
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